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DATA SHEET 

Properties and fields of application: 
Special silicone enamel resistant to high temperatures. 
Suitable for mufflers, manifolds, radiators, radiators, flues, stoves, ovens. The paint resists up to 600°C with 
peaks of 800°C. 
Application method: the paint must be passivated for at least 2 days, on the third day the object must be 
gradually brought to a temperature of 300 ° to permanently stabilize the paint; after this operation, the 
object can be cooked to the desired temperature, using ovens or by induction heating. 
PLEASE NOTE: At room temperature (approximately 20°C) the product is semi-gloss (for opaque colors). To 
obtain the specific opacity of the color, the product must always be brought to the operating temperature 
described above. The 400 ml can cover an area of 1.5 - 2 m², depending on the shade of the paint. 

Supply specifications: 15 bar tinplate can 

Net content: 400ml 

Appearance: Can containing liquid under pressure 

Colour: Various 

Odour: Characteristic of the solvent 

Density at 20°C: 0.75 ÷ 0.80 g/ml 

Pressure at 20°C: 4.0 ± 0.5 bar 

Pressure at 50°C: 8.0 ± 0.5 bar 

Flash point: Inf. 0°C 

Ford 4 Cups Viscosity: From 10.8'' to 11'' 

Dry residue in cylinder: From 16.8% to 21% 

Grindometer Grain Size: Full Scale 

Gloss from 0 to 2 microns - Degree of gloss: From loss 8 to 85 gloss 

1 layer thickness: 11 microns 

3 layers thickness: 30 microns 

Resistance temperature: 600 ° C with peaks of 800 ºC 

Drying times: Line dry powder, 10 min. Dry to the touch, 20 minutes. Deep dry, 24 hours. 

Over paintable at any time 

Patented child resistant safety cap 

color reference sheet 

Labelled: 

This information, although considered to be reliable, should be considered as indicative. Its use does not imply any responsibility on our part, 

including the infringement of patents or licenses. It is the responsibility of the users to check further the suitability of the product for the specific 

use. 


